
Ductile HDA system
HDA-P M16 DUC
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tfix

df

  HDA-P    max. tfix df

HDA-P M16×190/40 DUC 40 mm 18 mm

HDA-P M16×190/60 DUC 60 mm 18 mm

  HDA-P   TE-Y (SDS max)
HDA-P M16 × 190/40 DUC TE-Y-HDA-B 30 ×190
HDA-P M16 × 190/60 DUC TE-Y-HDA-B 30 × 190

2,877 mm

hs

SW
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z      tsetting

TE 70 15 ... 30 sec 
(max. 60 sec)

TE 75 20 ... 40 sec 
(max. 60 sec)

TE 76 20 ... 40 sec 
(max. 60 sec)

TE 80 15 ... 30 sec  
(max 60 sec)

HDA-P M16 DUC: hs 2 ... 8 mm (1/16 ” ... 5/16 ”)

  HDA-P    TE-Y (SDS max)

HDA-P M16 DUC TE 70, TE 75, TE 76, TE 80

4.1

  HDA-P  TE-Y (SDS max)

HDA-T M16 DUC TE-Y-HDA-ST30-M16

4.2

       
HDA-P SW    Tinst

HDA-P M16 
DUC 24 75 Nm          

(55 ft-lb)
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